
400mA DC/DC

XC9244/XC9245 Series

XC9244/XC9245 0.65 P-ch 0.45 N-ch
DC/DC  

400mA XC9244
PWM XC9245 PWM/PFM
DC/DC USPN-6
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 Ripple Voltage vs. Output Current
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CIN=4.7 F(CM105X5R475)
L=4.7 H(SPM3012),CL=10 F(CM105X5R106)

VIN=4.2V VOUT=3.3V
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CL=10 F
(ceramic)

CIN=4.7 F CE

L=4.7 H 

(ceramic)

XC9244

50%
DC/DC

LDO

XC9244 / XC9245
(400mA)

XC9235 / XC9236
(600mA)

2012 size
CIN

2012 size
CL

USP-6C

XC9235
XC9236

1608 size 1608 size
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50％減

Output Current : IOUT(mA)

VIN
VOUT

CIN CL



33

44 DC/DC

VIN=5.0V VOUT=1.5V
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400mA DC/DC   XC9244/XC9245 Series

XC9244/XC9245 XC9235/XC9236/XC9237 XC9223/XC9224 XC9242/XC9243

P-ch

N-ch

400mA 600mA 1000mA 2000mA

              2.3V 6.0V                                    1.8V 6.0V                  2.5V 6.0V                                  2.7V 5.5V

1MHz±15% 
2MHz±15% 

PWM XC9244
PWM/PFM XC9245  

0.65 VIN=5.0V

0.45 VIN=5.0V

18 A

USPN-6 (1.3 1.3 0.4) 
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CE

CL
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PWM/PFM
(PWM )
XC9223/24

1.2MHz±15% 1.2MHz±15%
 3MHz±15% 1.2MHz±15%

PWM XC9235
PWM/PFM XC9236

(XC9237) 

PWM XC9242
PWM/PFM (XC9243)

15 A(1.2MHz) 30 A(1MHz) 41 A

SOT-25 (2.9 2.8)
USP-6C (1.8 2.0 0.6)
USP-6EL (1.8 2.0 0.4) 

MSOP-10 (3.0 4.9)
USP-10B (2.9 2.6 0.6)

USP-10B (2.9 2.6 0.6)

0.8V 4.0V (0.05V ) 0.8V 4.0V (0.05V ) 0.9V VIN 0.9V VIN

0.35 VIN=5.0V 0.19 VIN=5.0V 0.11 VIN=5.0V

0.45 VIN=5.0V 0.21 VIN=5.0V 0.11 VIN=5.0V

(mm)




