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XC6901/XC6902 Series

XC6901/XC6902 200mA ESR
±1.5% XC6901 CE

CL

XC6902 3 -0.9V~-12V
0.1V
CCD LCD
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 ( ) CE  (XC6901)
XC6902 −2.4V −16.0V
XC6901 −2.4V −12.4V VCE=3.6V

-1.2V, -2.5V, -2.6V, -3.0V, -3.3V

±0.03V −VOUT −2.0V
±50ppm/
400mV@IOUT =100mA@VOUT = -5V

100μA
50dB@1kHz
CE +1.2V

350mA TYP.
CL

XC6901    USP-6C SOT-25 SOT-89-5

±1.5 VOUT −2.0V

XC6902   USP-6C SOT-23 SOT-89

-4.0V, -4.5V, -5.0V, -6.0V, -12.0V

CIN=CL=1 F(ceramic),VIN=-7V,VCE=1.5V,tr=tf=5 s
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VIN=-6.0V, Ta=25 , CIN=CL=1 F(ceramic)
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XC6901/XC6902 Series

 3μA

ESR

ESR
 Foldback TSD

 CL (XC6901)

XC62KN Series

XC62KN

XC6901
−2.4V −12.4V VCE=3.6V

XC6901/XC6902 Series

XC6902 Series

XC6901 Series

XC62KN Series
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